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TECHNICAL DATA
1. Rated Valtage: 132KV
2. Lightning impulse witbstand voliage: Min 650KV 3 W 1 Sl 12 e
3. Power froquency withstand vollage, wes: Min 275KV i Sted 1 HTY Silicene Rubber
4. Specified mechanicel load: T0KN 3 Lo V1. Ghifehitnd
=ob ¥ 7 Tockiog Fn 1 Staintes Stee
5 unnnewloaft IKN 1 Sodet 1 1310370 tng
6. Mincreepage distance: 3700mm Tem Nime oy Material Renerk
7. Avcing distancs; 1303mm
8. Noof sheds: 10Big & 10 Middie & 20 Small 132KV SuspensionTension
9. Coupling size: |6mm Composite Insulator
-1+ 10. Color: Light Grey Edifon Revisioa Dute
- 11, Approximate weight:$ kg Design Stanrd
12 Standad: [EC61109 Figre
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' TECHNICAL DATA
=+ 1. Rated Voltage: 132KV
- 2. Lightning impulse withstand voltage: Min 650KV
- 3. Power frequency withstand voltage, wet: Min 275KV
ot 4. Specaﬁed mechanical load: 160KN 5 Ball 1 Steel 45¢ 1
- 5. Routine test load: SOKN 4 Shed 1 IV Sioe Rblr_
: 6. Mil{ creepage distance: 3700mm z L«Ct;:m : Gl gﬁiﬁfw e
=7, Arcing distance: 1276mm 1 Socket ] 6310570 HDG
8. Noof sheds: 10 Big & 10 Middle & 20 Small 3 - L L) ] e
9. Coupling size: 16mm 132KY SuspensionTension
2 10. Color: Light Grey Composit Insulstor
1. Approximate weight: 5.5kg Editon Revisice Dae
- 12. Standard: TEC61109 Deig Sunied
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