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KERB STONE

ROAD WIDTH (REFER PLAN) 200x300x600 (TYP)

—120mm THK. BASE COURSE

o — 30mm THK. BITUMINOUS —70mm THK. BITUMINOUS
o WEARING COURSE AGGREGATE BASE COURSE OF WELL GRADED AGGREGATES m
SLOPE SLOPE
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h E h . Faogs SUB—BASE,CONSISTING OF WELL GRADED
150 THK. BLINDING WELL COMPACTED SUBGRADE CRUSHED STONE WITH FILLER OF SAND OR OTHER FINE
CONCRETE MATERIAL COMPACTED IN LAYERS TO A MINIMUM OF 95%
MODIFIED PROCTOR DENSITY.
SECTION 1-1
TYPICAL ROAD CROSS SECTION (INSIDE PLOT)
(NOTE: PROVIDE FLUSH TYPE KERBSTONE EVERY FIFTH STONE)
(SCALE-1:25)
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CONCRETE KERBSTONE SET ON MASS
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POINED WITH 1:3 CM  (TYP) »
TYPICAL DETAIL OF KERB STONE
(200x300x600 LONG) FLUSH TYPE KERBSTONE DETAIL
X X (NOTE: PROVIDE FLUSH TYPE KERBSTONE EVERY FIFTH STONE)
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SECTION X-X
(SCALE 1:10)
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